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Forta PRO предлагает модульные решения 
для: 

Больниц и клиник
Гостиниц
Квартир
Общежитий

Авторизованный поставщик для 
больничных учреждений Дании
Опыт в проектировании и производстве 
медицинских объектов
Реализованные проекты в Скандинавии, 
США, Исландии и Великобритании 
Производственные мощности более 120 000 
м2 в год
Доставка по всему миру

СВЕДЕНИЯ О КОМПАНИИ FORTA PRO



ОБЩИЕ ДАННЫЕ

МОДУЛЬНОЕ ОТДЕЛЕНИЕ ИНТЕНСИВНОЙ ТЕРАПИИ
ПРОИЗВОДИТЕЛЬ Forta Prefab SIA, company No 
40103727283

СЕРТИФИКАТЫ
Управление качеством, Системы управление процессами 
окружающей среды, Системы управления охраной труда и 
производственной безопасностью компании Forta Prefab 
Ltd.: ISO 14000, ISO 50001, ISO 45001, ISO 9001; 
Сертификация RISE и SINTEF модульных ванных комнат. 
Больше информации по ссылке
http://www.fortapro.com/certificates/   



ОБЩИЕ ДАННЫЕ

РАЗГРАНИЧЕНИЕ ОТВЕТСТВЕННОСТИ
• Проектные чертежи, представленный в данном документе могут быть изменены и дополнены.
• Изменения на этапе детализации проекта, могут повлиять на стоимость производства.
• Все размеры указаны в миллиметрах и должны учитываться в числовых значениях, а не в масштабе.
• Проектные решения, представленные в данном документе, являются авторским правом и собственностью 

компании Forta PRO, на их основе не могут производиться другие здания, не могут передаваться третьим лицам, 
копироваться или использоваться для каких-либо иных целей.

• Все размеры застройки должны быть проверены на месте до начала работ и доведены до сведения Forta PRO.
• Руководитель строительства / подрядчик должен проверить все размеры и детали проекта, и нести 

ответственность за реализацию проекта.
• Проектные чертежи следует читать вместе с соответствующими архитектурными, структурными чертежами, 

инженерными коммуникациями, и их спецификациями.
• Любые расхождения должны быть доведены до сведения консультантов в течение 7 рабочих дней с момента 

получения этого чертежа, до начала соответствующего этапа работ
• Детализация чертежей предназначена исключительно для данного уровня эскизного проекта и предполагает 

детальную проработку с руководителем проекта / подрядчиком / субподрядчиками, в том числе для интеграции и 
соответствию целям основного проекта.

• В случае комментариев по представленным чертежам, менеджер проекта должен направить их в течение 7 рабочих 
дней с момента получения данного документа. В противном случае считается, что проектные чертежи и  дизайн 
приняты клиентом, с соответствующей ответственностью за выполненные работы.

• Дополнительные принадлежности  и медицинское оборудования не включены в цену.



ОПИСАНИЕ

ОТДЕЛЬНО-СТОЯЩИЙ МОДУЛЬНЫЙ БЫСТРО 
ВОЗВОДИМЫЙ БЛОК ИНТЕНСИВНОЙ ТЕРАПИИ НА 20 
КОЕК С ВСПОМОГАТЕЛЬНЫМИ ПОМЕЩЕНИЯМИ 

Представленный блок отделения интенсивной терапии на 
20 коек должен быть размещен на строительной 
площадке или сборном фундаменте (не входит в 
модульную программу) и подключен к больничным 
энергетическим и другим техническим системам 
(вентиляция, отопление, медицинские газы, 
электричество, информационные системы и т. д.).

Все электрические, сантехнические, отопительные, 
вентиляционные системы, системы кондиционирования, 
распределительные системы медицинских газов вплоть 
до клеммных блоков устанавливаются в модуле на 
заводе. Стационарное  медицинское оборудование может 
быть включено и установлено на заводе (не входит в 
данную модульную программу и цену). Модуль готов к 
работе по принципу «plug-and-play».



ОБЩИЕ ЗАМЕЧАНИЯ И ИСКЛЮЧЕНИЯ

• Архитектурные, инженерные спецификации будут 
разработаны на этапе проектирования

• Шахты и точки соединения инженерных систем будут 
уточнены на этапе проектирования

• Структурные решения будут разработаны на этапе 
проектирования

• Структурные элементы фасада и отделка не включены 
• Области, не помеченные, как МОДУЛЬНЫЕ, не 

включены в расчеты, если не указано иное
• Обмен документами производится на английском 

языке.
• Подробная информация о требованиях или любые 

другие конкретные требования должны быть 
предоставлены Forta PRO на начальной стадии 
проектирования. В частности, размеры помещения, 
установка специального оборудования, уровень пола, 
освещение, размеры дверных проемов

• Общая модульная площадь определяется без учета 
фасадных слоев (предполагаемая толщина 110 мм)

• Предлагаемое решение является предварительным! 

• Конкретные детали проекта будут учтены на этапе 
проектирования!

• Все размеры адаптируются для модульного дизайна, 
строительства и транспортировки!

• Все потенциальные риски и процедуры по их 
устранению должны быть оценены на этапе 
проектирования!

• Во время проекта все местные стандарты и их 
применение должны быть учтены дополнительно!

• Количество типов модулей и размеры могут быть 
изменены!
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1 : 200

26/03/2020 15:26:35

2
6

/0
3
/2

0
2
0

 1
5
:2

6
:3

5
C

:\
U

s
e
rs

\U
s
e
r\

D
e

s
k
to

p
\m

r 
fo

rt
a
 p

ro
\0

1
. 

p
ro

je
k
ti
\m

o
d
u
le

s
\0

3
. 
S

td
 i
c
u
 m

o
d
u
le

s
\C

A
D

\s
td

 i
c
u
 m

o
d
u

le
s
.r

v
t

Respiratory ICU

ICU  department plan

A100 /

20EU-M003

Mārcis Rancāns

Mārcis Rancāns

Kristaps Miķelsons

Ethan Chetrit

Estimation

Issue Date

FIRE: EI 60

ICU-01.1ICU-03.1 ICU-01.1 ICU-01.1 ICU-01.1ICU-01.2 ICU-02.1 ICU-02.2ICU-01.2 ICU-01.2 ICU-01.2

Gross Modular Area (GMA)
closed type ICU

Name Number Area
ICU 01.1 01.1-001 49.91 m²

ICU 01.1 01.1-002 49.91 m²

ICU 01.1 01.1-003 49.91 m²

ICU 01.1 01.1-004 49.91 m²

ICU 01.2 01.2-001 49.91 m²

ICU 01.2 01.2-002 49.91 m²

ICU 01.2 01.2-003 49.91 m²

ICU 01.2 01.2-004 49.91 m²

ICU 02.1 02.1-001 60.22 m²

ICU 02.2 02.2-001 63.43 m²

ICU 03.1 03.1-001 52.57 m²

11 575.46 m²

Revision Date Description Issued by
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ICU-01.1 / floor plan - architecture
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Ethan Chetrit
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Issue Date

FIRE: EI 60

*Structural elements are not taken into account
**Indicative and for information only.

WIDTH* :4400 mm
HEIGHT* :4106 mm
LENGTH* :11368 mm
WEIGHT** :17.51 t

Gross Modular Area (GMA)
closed type ICU

Name Number Area
ICU 01.1 01.1-001 49.91 m²

ICU 01.1 01.1-002 49.91 m²

ICU 01.1 01.1-003 49.91 m²

ICU 01.1 01.1-004 49.91 m²

ICU 01.2 01.2-001 49.91 m²

ICU 01.2 01.2-002 49.91 m²

ICU 01.2 01.2-003 49.91 m²

ICU 01.2 01.2-004 49.91 m²

ICU 02.1 02.1-001 60.22 m²

ICU 02.2 02.2-001 63.43 m²

ICU 03.1 03.1-001 52.57 m²

11 575.46 m²

ICU-01.1

Net Internal Area (NIA) in ICU-01.1

Number Name Area Perimeter
001 Patient room ICU 16.02 m² 15.80 m

002 Nurse base 0.67 m² 3.48 m

003 Corridor 10.98 m² 13.78 m

004 Nurse base 0.67 m² 3.48 m

005 Patient room ICU 16.02 m² 15.80 m

44.37 m²

Electrical and Medical gas supply panel:
O2 3x - ventilator, flowmeter pipeline, anesthetic machine

Air 2x - ventilator
Suction 2x - suction apparatus, endoscopy
GPO 24x - bed, ventilator, multi parameter monitor, 4-9x infusion pump, 

4x syringe pump, computer, examination lamp, blood warmer, ecg, 
eeg, us/cardiac-echo, endoscopy, anaesthetic machine, 

haemofiltration/ haemodialysis, +redundant outlets
GND 16x - equipotential earth connector plugs
RCD 1x - residual current device for sockets

Data 2x - computer, CCTV

Wall supplies:
GPO 8x - electric fan, humidifier, defibrilator, x-ray, 

vacuum cleaner, +redundant outlets
RCD 1x - residual current device for sockets
Data 2x - CCTV, computer

Nurse call: 1x - Staff/staff call, cardiac arrest call + audio-visual signal elements

Notes:
Haemodialysis No RO water and sewage provisioned for haemodialysis

Examination light Assumed fixed on wall panel rail
Bariatric Services not provisioned for bariatric patients

Columns Column dimensions w/out fire paint thickness
Air supply Mechanical ventilation and cooling, 

arrestance 85% (F7 according to EN 1822:2009), min. 10 AC/hr
Emergency power No special emergency power outlets are provisioned
Temperature Locally controllable

Humidity Locally controllable
Heating Low Pressure Hot Water radiators, thermostatically controllable

Lighting Diffuse, reading and examination lighting

Nurse work-desk:
GPO 3x - computer, telephone, +redundant outlet

Data 2x - computer, telephone

Room Material and outline specifications:
Floor Vinyl/ Linoleum flooring, slip resistant, 150mm coving, heavy duty

Walls Paint, chemically resistant to daily wet cleaning with disinfectants
Ceiling Ceiling tiles, accoustically absorbent, sealed

Door: ICU 1 1/2 hinged door, clear opening 920+480mm, air tight
Door protection 300mmH kick plate, vinyl
Window: control 1000Wx800H mm wall opening, with integrated blinds

Window: exterior 1800Wx1600H mm wall opening, transparent from inside, 
translucent from outside

Worktop laminate

Other Fixtures, Equipment and associated Services:
- -

Surface cleaning:
All surface materials be compatible with hard cleaning with disinfectants containing:

• Hydrogen Peroxide
• Sodium Hypochlorite

• Isopropanol
• Formaldehyde
• Glutaraldehyde

• Peracetic acid

Revision Date Description Issued by

X 2020.03.23 first draft M.
Rancāns
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Respiratory ICU

ICU-02.1 / floor plan - architecture
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*Structural elements are not taken into account
**Indicative and for information only.

WIDTH* :4400 mm
HEIGHT* :4106 mm
LENGTH* :13718 mm
WEIGHT** :21.13 t

ICU-02.1

Electrical and Medical gas supply panel:
O2 3x - ventilator, flowmeter pipeline, anesthetic machine

Air 2x - ventilator
Suction 2x - suction apparatus, endoscopy
GPO 24x - bed, ventilator, multi parameter monitor, 4-9x infusion pump, 

4x syringe pump, computer, examination lamp, blood warmer, ecg, 
eeg, us/cardiac-echo, endoscopy, anaesthetic machine, 

haemofiltration/ haemodialysis, +redundant outlets
GND 16x - equipotential earth connector plugs
RCD 1x - residual current device for sockets

Data 2x - computer, CCTV

Wall supplies:
GPO 8x - electric fan, humidifier, defibrilator, x-ray, 

vacuum cleaner, +redundant outlets
RCD 1x - residual current device for sockets
Data 2x - CCTV, computer

Nurse call: 1x - Staff/staff call, cardiac arrest call + audio-visual signal elements

Notes:
Haemodialysis No RO water and sewage provisioned for haemodialysis

Examination light Assumed fixed on wall panel rail
Bariatric Services not provisioned for bariatric patients

Columns Column dimensions w/out fire paint thickness
Air supply:ICU Mechanical ventilation and cooling, 

arrestance 85% (F7 according to EN 1822:2009), min. 10 AC/hr
Air supply:isol. Mechanical ventilation and cooling, 

arrestance 85% (F7 according to EN 1822:2009), min. 15 AC/hr

Emergency power No special emergency power outlets are provisioned
Temperature Locally controllable

Humidity Locally controllable
Heating Low Pressure Hot Water radiators, thermostatically controllable

Lighting Diffuse, reading and examination lighting

Nurse work-desk:
GPO 3x - computer, telephone, +redundant outlet

Data 2x - computer, telephone

Room Material and outline specifications:
Floor Vinyl/ Linoleum flooring, slip resistant, 150mm coving, 

heavy duty
Walls Paint, chemically resistant to daily wet cleaning with 

disinfectants
Ceiling Ceiling tiles, accoustically absorbent, sealed

Door: ICU 1 1/2 hinged door, clear opening 920+480mm, air tight
Door protection 300mmH kick plate, vinyl
Window: control 1000Wx800H mm wall opening, with integrated blinds

Window: exterior 1800Wx1600H mm wall opening, transparent from inside, 
translucent from outside

Worktop laminate

Other Fixtures, Equipment and associated Services:
- -

Surface cleaning:
All surface materials be compatible with hard cleaning with disinfectants containing:

• Hydrogen Peroxide
• Sodium Hypochlorite

• Isopropanol
• Formaldehyde
• Glutaraldehyde

• Peracetic acid

Net Internal Area (NIA) in ICU-02.1

Number Name Department Area Perimeter
006 Patient room ICU ICU-02.1 16.02 m² 15.80 m

007 Corridor ICU-02.1 10.98 m² 13.78 m

008 Nurse base ICU-02.1 0.67 m² 3.48 m

009 Air-lock ICU-02.1 9.22 m² 12.78 m

010 Patient room ICU ICU-02.1 16.76 m² 16.38 m

53.65 m²

Gross Modular Area (GMA)
closed type ICU

Name Number Area
ICU 01.1 01.1-001 49.91 m²

ICU 01.1 01.1-002 49.91 m²

ICU 01.1 01.1-003 49.91 m²

ICU 01.1 01.1-004 49.91 m²

ICU 01.2 01.2-001 49.91 m²

ICU 01.2 01.2-002 49.91 m²

ICU 01.2 01.2-003 49.91 m²

ICU 01.2 01.2-004 49.91 m²

ICU 02.1 02.1-001 60.22 m²

ICU 02.2 02.2-001 63.43 m²

ICU 03.1 03.1-001 52.57 m²

11 575.46 m²

Revision Date Description Issued by
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Respiratory ICU

ICU-03.1 / floor plan - architecture

A103 /

20EU-M003

Mārcis Rancāns

Mārcis Rancāns

Kristaps Miķelsons

Kristaps Miķelsons

Estimation

Issue Date

FIRE: EI 60

*Structural elements are not taken into account
**Indicative and for information only.

WIDTH* :4462 mm
HEIGHT* :4106 mm
LENGTH* :11368 mm
WEIGHT** :17.75 t

ICU-03.1

Net Internal Area (NIA) in ICU-03.1

Number Name Area Perimeter
011 Materials and Medication storage 5.80 m² 10.33 m

012 Entrance air-lock 18.65 m² 17.28 m

013 WC: accessible (m/f) 4.66 m² 9.00 m

019 Cleaners room 2.70 m² 6.60 m

020 Sluice room/ Dirty utility 4.83 m² 9.13 m

021 Equipment storage 5.73 m² 10.93 m

022 Handwashing alcove 0.60 m² 3.20 m

42.97 m²

Gross Modular Area (GMA)
closed type ICU

Name Number Area
ICU 01.1 01.1-001 49.91 m²

ICU 01.1 01.1-002 49.91 m²

ICU 01.1 01.1-003 49.91 m²

ICU 01.1 01.1-004 49.91 m²

ICU 01.2 01.2-001 49.91 m²

ICU 01.2 01.2-002 49.91 m²

ICU 01.2 01.2-003 49.91 m²

ICU 01.2 01.2-004 49.91 m²

ICU 02.1 02.1-001 60.22 m²

ICU 02.2 02.2-001 63.43 m²

ICU 03.1 03.1-001 52.57 m²

11 575.46 m²

Revision Date Description Issued by



МЕДИЦИНСКОЕ ОБОРУДОВАНИЕ

ВОЗМОЖНАЯ КОМПЛЕКТАЦИЯ МЕДИЦИНСКИМ 
ОБОРУДОВАНИЕМ : 
20   шт. Кровать интенсивной терапии
60   шт. O₂ флоуметр
20   шт. Стеновая панель медицинских систем
20   шт. Система ИВЛ, взрослая/неонатальная
40   шт. Медицинский отсос с регулятором
5     шт. Дефибриллятор, переносной
120 шт. Инфузионный насос
20   шт. Монитор пациента многофункциональный 

(ECG, температура, BP, O₂/CO₂, CVP, и пр.)
80   шт. Шприцивой насос
20   шт. Смотровая лампа
20   шт. Система ЭЭГ
1     шт. Диагностическая Ультразвуковая система
1     шт. Система Эндоскопии/Бронхоскопии
2     шт. Анестезиологический аппарат
4 шт. Аппарат гемофильтарции
10 шт. Информационный центр
20   шт. Видео ларингоскоп 
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